






































ID Products

Recorder

Alden Electronic & Impulse Recording Equip-
ment Co. Inc., Westboro, Mass., introduces the
“*Main Frame' recorder for graphically repro-
ducing a variety of electrical phenomena such
as permanent hard copy records. Alden states
recording applications include computer line
printers, ultrasonic and infrared flaw detection,
hard copy readout of scanning electron micro-
scopes, oceanographic sub-bottom profiling,
geological seismic profiling, biological studies
and medical research in such applications as
scanning for early detection of cancer and real-
time hard copy contourograph recording of the
R, S, T and P waves of the heart beat.
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Front End Processor

Incoterm Corp., Natick, Mass., has developed a
remote front end processor using the configura-
tion of the SPD 10/20 Intelligent CRT display.
Designed to reduce the polling requirements of
central computing systems with on-line commu-
nications networks, the remote front end proc-
essor provides for remote and automatic polling
of downstream terminal devices having reduced
access requirements, according to Incoterm. In
airline reservation networks the front end proc-
essor is to relieve the workload of the central
site and to allow automatic polling at remote
locations without affecting the central site soft-
ware or hardware configuration.
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Lighted Push Button

A lighted push button is in production at the
Switching Devices Div. of Gordos Corp.,
Bloomfield, N.J. According to Gordos, the
switch has a life expectancy (at rated resistive
load) of 10 million operations. The push button
can be P.C. or panel mounted, and it features
solutions to problems such as marginal lamp
contact, complex lamp extraction and replace-
ment and difficult keytop alignment. It is com-
patible with the Gordos Feathertouch push but-
ton and has tool-less lamp installation and
ejection features as well.
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Plotter Systems

California Computer Products Inc., Anaheim,
Calif., announces two plotter systems utilizing
CalComp flatbed plotters. Model 7800 and
Model 7900 include controller, magnetic tape
drive and software as well as a flatbed plotter.
Model 7800 features a 31 x 34 in. single pen
flatbed plotter; Model 7900 is built around a 48
x 72 in. plotter with four program-selectable
pens, according to CalComp. Applications for
the systems include mapping, integrated and
printed circuit artwork production, schematic
drawing preparation and general-purpose draft-
ing.
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Driver/Decoder

The development of a standard hybrid driver/
decoder to be used with their 0010 rear pro-
jection readout has been announced by Indus-

trial Electronic Engineers Inc., Van Nuys, Calif.
The driver/decoder features a drive capability
of up to 300 mA @ 30 V, the company says,
and provides 12 different message positions
with message areas capable of projecting num-
bers, colors, symbols, designs and anything that
is photographically reproducible.
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Ramp Generator

Celco, Mahwah, N.]J., manufactures a dual ramp
generator for producing ramp output signal pe-
riods from 10 s to 100 ms each channel with
0.05% linearity. The ramp period is determined
by the four-position range switch and adjust-
able period control, according to Celco. The
RG-116 enables rasters to be seen on an oscillo-
scope as generated by flying spot scanners, line
scan systems and CRT displays. The output sig-
nals can be offset £5 V about ground with con-
tinuously adjustable dc bias controls, with 10 V
peak-to-peak from each channel.
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Collet Knobs

Christel Co. of Calabasas, Calif., introduces
collet knobs that feature miniature size, plug-in
components and color coding. Six knob sizes
are available from 0.350-1.41 in. diam serving
shaft sizes 1/8-1/4 in. Knob configurations in-
clude plain, lined, wing knob and lined wing
knob in colors gray, black and red. Knob design
includes provision to accept plug-in nut covers,
pointers or figure dials as well as the ability to
be assembled in two-stage concentric combina-
tions, according to Christel.
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Need a Don Meeker
Information Display
produc_t and I'll get you the

or service? help you need. . .
Don't know i as swiftly as possible
who to

turn to for

HELP. . . free?

INFORMATION DISPLAY, September/October 1972

Now you can buy these —— .

matched and mated
components...

assemble them yourself... b

and save $50.00

on every video terminal

you turn out.

The CRT

Model 12VANP4, 12 inch diag-
onal, 110° deflection: white
luminescence. Phosphor life
five times longer than com-
petitive CRT's. Low deflection
energy requirement. Rim bond
reinforced bulb; UL approved

The HORIZONTAL OUTPUT
TRANSFORMER

Model AT2072/01. Matched to deflec-
tion coil AT1072. Third-harmonic tuning,
Smaller than competitive types: mounts
on PC board or chassis. Unique design
for high rehability; fire-retardant con-
struction.

For applications in which other CRT screen sizes or deflection
angles are required, or if your terminal or monitor must display
color or have extremely high resolution, we can supply both the
CRT and the engineered-to-match deflection components you need.
They're all specifically designed for ease of assembly as well as
for optimum electrical performance, and they're available for fast
delivery at prices that will produce significant savings for you

on every terminal or monitor you build.

For complete technical data and pricing information. ..

and for detailed applications assistance... write:

Amperex Electronic Corporation, Hauppauge, New York 11787,

The DEFLECTION COIL

Model AT1072, designed expressly for
the 12VANP4. Resolution in excess of
650 lines. Saddle-shaped molded coils
place deflection center well within con-
ical section of CRT for full 110° deflec-
tion angle. Integral adjustment ring for
raster orientation; independent raster-
centering discs; corner-shaping and
pincushion magnets on request. Oper-
ates at ambient temperatures as high
as 95°C.

The LINEARITY CONTROL

Model AT4072. Preadjusted
for use with 12VANP4. Suit-
able for PC board or panel
mounting. Consists of coil
wound on a Ferroxcube® rod
and ring-shaped Ferroxdure®
magnet. Linearity to 2%.

Amperex

TOMORROW'S THINKING IN TODAY'S FRODUCTS

Sold through
North American Philips Electronic Componeni Corporation
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